
                                        

          

 

 

Sea Horse 
 
She is a 1000 horsepower CAT 3508 main power, with a 750 American draw works, 400 KW 
power generator for swing, heavy lift and bucket tag line hydraulics, with three hydraulically 
controlled spuds. She is a Dravo water crane on 142’ by 58’ by 12’ABS certified barge with state 
of the art GPS control and instant screen displays. All hydraulic units on the Sea Horse utilize 
biodegradable mineral oil. The unit is a complete reconstruct finished in 2007 with approximately 
6000 hours of duty in steady use. The Certified lifting capacity of the unit at 40’ is 135 tons. She 
has normal Height of 76 along with Minimum draft of 6’ and Maximum draft of 8’.  The gantry has 
been modified for a lay down maximum height of 51’. Crane is fitted with two heavy duty swing 
shafts and three 30’ spuds for duty cycle work.  The Sea Horse has approximately 22,000 gallon 
diesel fuel capacity with all tanks separate from hull. On board she has a 21 cy cable Arm 
Clamshell bucket, a 10 cy 42000 lb digging bucket 14 cy 32,000 lb Atlas Dig bucket, and a 10 cy 
Atlas re-handle bucket.   

*SEE LOAD CHART ATTACHED 



 

                 

  

 

            

 

 

  

 

 

 

Sea Vulture 

She is a Manitowoc 200 Ton, Series 1 4600 pedestal mounted crane on a 112’ x 60’x 11’ 
barge. Main draw-works power is provided by a Detroit Diesel 8V92 (450HP) with swing 
motors powered by a Perkins 5 cylinder (250 HP). She is set up with two winch controlled 
spuds. She has a 16,000 gallon fuel capacity and all fuel is stored in tanks separate from the 
hull.  This unit is also equipped with state of the art GPS control and instant screen displays.  
She was rebuilt in 1976. She has a minimum Height of 50’. Minimum draft 6’ and Maximum 
draft of 7’. Clamshell Buckets available: 14 cy Cable Arm, 8 cy Esco heavy dig, 8 cy Esco 
Medium dig, and 10 cy Atlas re-handle.                                       

*SEE LOAD CHART ATTACHED 

        

 



      

 

 



 

                                          

 

 

Sea Hawk  

She is an ABS Load Line Certified Manitowoc 3900 Vicon revolver crane on a 110’ x 48’x 8’ 
barge. Main draw-works power is provided by a Cummins Diesel engine (300 HP).  She is set 
up with two winch controlled spuds. She has a 6,000 gallon fuel capacity and all fuel is stored 
in tanks separate from the hull.  This unit is also equipped with state of the art GPS control and 
instant screen displays.  She was built in 1979. She has a minimum Height of 48’.  Minimum 
draft 4’ and Maximum draft of 5’. Clamshell Buckets available:  3 cy Yaun, 3.5 cy Esco Dig, 3 
cy Erie Heavy Duty, and a 5 cy Yaun Re-handle.  

*SEE LOAD CHART ATTACHED 

 



 

                                                        

 

 

Sea Lion 
 
The Derrick Barge Sea Lion is a Manitowoc 60 Ton mounted crane on a 103’ x 50’x 8’ barge. 
Main draw-works power is provided by a Cummins diesel 300 HP She is set up with two winch 
controlled spuds.  She was rebuilt in 1970. She has a minimum Height of 34.5’ along with 
Minimum draft of 3’ and Maximum draft of 5’.  She has a 4,000 gallon fuel capacity which is 
separate from the hull. Clamshell Buckets available:  3 cy Yaun digging, 3.5 cy Esco digging, 3 cy 
Erie heavy duty digging, and 5 cy Yaun re-handle. 

 

*SEE LOAD CHART ATTACHED 

 

 



 

 

 

 

  

3900 Manitowoc Vicon Crawler Yard Crane 

She is a Manitowoc 100ton crawler crane with a 30’ jib. 



 

 

3900W 135ton Manitowoc Pedestal Mount Crane 

She comes with a 135ton waterfall drum independent hoist. 

 



 

 

                                 

                                      

Water Management Barge  

The water management barge is a four module lash unit.  The barge is 123 feet by 64 feet by 12 feet high 
with four watertight compartments that are covered to eliminate additional water generation.  The barge 
is set up with four hatches to facilitate pumping of water to an upland sanitary sewer man-hole or water 
treatment facility.  The top of each compartment is fitted with three large covers to allow for clam bucket 
removal of sediments after water has been removed.  The barge can contain up to 450,000 gallons of 
liquid.  Minimum draft 2’ and Maximum draft of 9’. She was assembled in 2007.   

 



 

 

 

 

 

Barge Chetco 
 
Barge Chetco is a 210.1’ x 55.1’ Barge her depth to deck is 14.6’.  She is a 3000 Ton flat deck barge 
with modified side rails.  She was built in 1963.  Her holding capacity is   2500 Tons.  The barge is 
fitted with 6’ tall water tight side boards and has a concrete wear deck 

 



     

 

        

 

 

 

 

                      

WJ Marston 

2250 cubic yard ABS classed split hull dump scow, built year 2011. 

 



                               

 

                         

                  

                                                 

Dump Scows 

Dump Scow 138 and Dump Scow 137 are 188’ x 43’ Dumps Scows with a Depth to deck of 16’.  
They each have a 2030 cubic yard capacity and were built in 1966. Both barges were updated with 
new 4 cylinder Perkins Engines and Hydraulic pumps in 2008.   

 



                                  

 

 

 

          

              

 

Barge Umpqua 
Barge Umpqua is a 204.4’ x 52.1’ barge.  Her depth to deck is 12.4’. She was built in 1960, 
she is an all welded steel construction barge, double raked and designed for use as a 
commercial dredge spoils carrying barge. Her holding capacity is 2500 Tons.  The barge is 
fitted with 6’ tall water tight side boards and has a concrete wear deck. This barge is loadline 
exempt.  

 



 

 

 

            

 

       

Barge Reedsport 
 

Barge Reedsport is a 204.4’ x 52.1’ barge.  Her depth to deck is 12.4’. She was built in 
1964, she is an all welded steel construction barge, double raked and designed for use as a 
commercial gravel or rock carrying barge. Her holding capacity is 2500 Tons.  The barge is 
fitted with 6’ tall water tight side boards and has a concrete wear deck.  This barge is 
loadline exempt.  



 

 

 

 

Barge 6 & 7 
These barges are 180’ x 50’ x 10’ with watertight bins. They are construction barges that are used for 
carrying dredge spoil or building material. 

 



 

 

 

 

  
 

 

 

 

 

TUG HUSKY 
The Tug husky was built in 1985 she 
is 44’ x 19’ with a depth of 7’.  Her 
gross tonnage is 40.  She has an 
overall sling length of 50’.  She has 2-
Cat C-18 Tier II engines with 550 HP 
each for a total of 1100 HP.  Engines 
are 2009 models.  Generator set 
upgraded to new Cat C4.4 50 KW in 
2008. Her operator’s eye level is 28” 
She has a 10’ push knee inside of 10’-
10” and an outside push knee of 12’-
2”.   

 

TUG VIKING 
 
The Tug Viking was built in 1943 
she is 41’ x 13.6’ with a depth of 
6’.9”.  Her gross tonnage is 16.   
She has an overall sling length of 
50’.  She has twin V-871 GMC 
engines with a horse power of 500. 
Her operator’s eye level is 19.5’.  
She has a 10’ push knee inside of 
10’-10” and an outside push knee 
of 12’-2”.  

 



 
 

 

 

 

 

 
 

 
 

TUG Deborah 
The Tug Deborah was built in 
1967 she is 31.5’ x 12.5’ with a 
depth of 4.6’.  Her gross 
tonnage is 11.  She has an 
overall sling length of 50’.  She 
has a horse power of 300. Her 
operator’s eye level is 19.5’.   

 

TUG NOVA 
The Tug Nova was built in  
1963 she is 38’ x 17’ with a 
depth of 4.3’.  Her gross 
tonnage is 18.  She has an 
overall sling length of 34’’.  
She has two Detroit 8V-92 
TA Diesel engines with a 
horse power of 400 HP each 
for a total of 800 HP. Her 
operator’s eye level is 25’.    

 

 



 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

                

 

 

Barge 47 
Barge 47 is a 165’ x 44.7’ Barge 
her depth to deck is 8’.  She is a 
flat deck barge. She was built in 
1954.  Her holding capacity is 
800 Tons. The barge has an 
concrete wear deck.   

 

 

Barge 34 
Barge BK5 is a 169’ x 36’ Barge 
her depth to deck is 7’.  She is a 
flat deck barge with a raised 
focsle atop a raked bow and a 
square raked stern. 24” wing 
walls enclose the deck port and 
starboard and across the stern.  
She was built in 1948 and 
converted to a deck barge in 
1985.  Her holding capacity is 
841 Tons.  The barge has a 
concrete wear deck.   

 

Barge BK5 
Barge BK5 is a 103’ x 29’ 
Barge her depth to deck is 8’.  
She is a flat deck barge.  She 
was built in 1944.  Her holding 
capacity is   400 Tons.  The 
barge has a concrete wear 
deck.   

Barge Harvey A 

 

Barge Harvey A is a 120.0’ x 40.’ barge.  Her depth to deck is 7’. She was built in 1958, 
she is an all welded steel construction barge, double raked and designed for use as a 
commercial dredge spoils carrying barge. Her holding capacity is 47 Tons.   
 



                          

 

 

 

 

 

 

 

CLAMSHELL BUCKETS 

3 YD Yaun Digging 

3 YD Erie Heavy Duty Digging 

3.5 YD Esco Digging 

5 YD Yaun Rehandler 

8 YD Esco Heavy Dig 

8 YD Esco Medium Dig 

9 YD Heavy Rehandler 

10 YD Atlas digger 

14 YD Cable Arm 

14 YD Atlas Dig 

10 YD Atlas Rehandle 

8 cy Cable Arm 

18cy Cable Arm  

20cy Cable Arm 



 

 

 

 

 

        

 

 

                                                                                  

       

   

         

 

                                                    

    

Loaders 

John Deere 644E Wheel Loader with 3.75 YD Bucket 

Case Skidsteer Loader       1845 C Skidsteer Loader 

CAT 966 C Loader          CAT Front End Loader 938G  



 

 

 

 

 

                            

John Deere 850-D LC Excavator 
The 850-D excavator has a 27’7” Boom, 12’2” Arm and runs 
along 36” tracks. She is equipped with a 7.5 CY digging bucket 
with armor and 7.2 CY clam bucket with rotator. 

 



 

                                               

                  

                Shark       Piggy 

 

 

 

 

 

 

 

 

                    

                   

 

                                                            

       Sea Ray 

 

Crew Boats 
 
1983 21’ Aluminum outboard powered crew runabout “Shark”  
 
1979 24’ Aluminum outboard powered crew/ survey boat, “Piggy” 
equipped with a single beam recording fathometer for verification of any 
daily sediment removal to the prescribed lines, grades and tolerances. 
 
1979 25’ Aluminum outboard powered crew boar “Sea Ray” equipped with 
a single beam 4 degree survey.  



 

 

                       

 

                                   

  



 

 

                       

                                                     

                                                 

 

Miscellaneous Construction Supplies 



                                  


